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Features Mechanical Characteristics
+  350W peak pulse power (8/20us) « Package: SOD.323
* LOW operating 33V K Lead FiIliShI Matte TlIl

*  Ultra low capacitance: 1.0 pF typical

«+  Ultra low leakage: nA leel
+  Low clamping voltage

+  Protects one power line or data line
*  Complies with following standards:

+ —IEC 61000-4-2 (ESD) immunity test
Air discharge: £30kV

*+  (Case Matenal: “Green” Molding Compound.

+ UL Flammability Classification Rating 94V-0
+  Moisture Sensitivity: Level 3 per J-STD-020

+ Terminal Connections: See Diagram Below
+  ohipping Qty :3000pcs/7Inch Tape & Reel

Contact discharge: £30kV A PP lications
«  —IEC61000-4-4 (EFT) 40A (5/50ns) * USB Ports
+  ROHS Compliant *  Smart Phones

*  Wireless Systems
+  Ethernet 10/100/1000 Base T

Dimensions and Pin Configuration




7

TECH PUBLIC
—E BT —

SP4020-01FTG-C

1-Line Low Capacitance Bi-directional TVS Diode

Absolute Maximum Ratings (Tamb=25"C unless otherwise specified)

ESD per I[IEC 61000-4-2 (Air) +30
VESD KV
ESD per IEC 61000-4-2 (Contact) +30
Operating Temperature Range TN | -sswez
Storage Temperature Range -95 to +150 -

Electrical Characteristics (TA=25°C unless otherwise specified)

-----

Bi-Directional TVS

Parameter Symbol Test Condition Typ | Max | Unit
Reverse Working Voltage VRwWM 3.3 \Y
Breakdown Voltage VBR IT=ImA -+ 6 V
Reverse Leakage Current Ir VrwMm = 3.3V 0.2 LA
Clamping Voltage Ve Irp = 1A (8 x 20us pulse) 9 V
Clamping Voltage Vc Ipp = 20A (8 x 20us pulse) 16 . V
Junction Capacitance CJ VR =0V, {=1MHz | pF
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Electrical Characteristics (TA=25°C unless otherwise specified

Fig1l. 8/201s Pulse Waveform Fig2. ESD Pulse Waveform (according to IEC 61000-4-2)
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Fig3. Power Derating Curve
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Outline Drawing - SOD-323
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Land Pattern - SOD-323
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