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T1 / CEPT / ISDN PRI
SMD Transformers
Dual Configuration

Electrical Specifications at 25O C

For T1/CEPT/ISDN PRI Telecom Applications

1500 VRMS minimum Isolation - Selected units 2000 VRMS

Small footprint / Surface Mount  50 mil style package

Designed to meet CCITT and FCC Requirements

Custom Designs Available

T-14100 1:1.36CT & 1:2CT 1.5 50 0.5 0.7 0.9 A 16-14,6-8

T-14101 (3) 1:2CT & 1:2CT 1.2 50 0.8 0.8 1.8 A 16-14,6-8

T-14102 (3) 1:1:1.266 & 1:2CT 1.2 50 0.8 0.8 0.8 / 1.8 A 16-14,6-8

T-14103 (3) 1:1.15CT & 1:2CT 1.2 50 0.5 / 0.8 0.8 0.8 / 1.8 A 16-14,6-8

T-14104 (3) 1:1CT & 1:1CT 1.2 50 0.8 0.8 0.8 A 16-14,6-8

T-14105 (3) 1:2.3CT & 1:1CT 1.2 50 0.8 0.8 1.8 / 0.8 A 16-14,6-8

T-14106 (3) 1:1.38CT & 1:1:1 1.2 50 0.8 / 0.5 0.8 0.8 F 1-2

T-14107 (3) 1CT:2CT & 1:1 1.2 50 0.8 / 0.5 0.8 1.8 / 0.8 D 1-3,9-11

T-14108 (3) 1:2CT & 1:1.36 1.2 50 0.8 0.8 1.8 / 0.8 E 1-3,9-11

T-14109 1CT:2CT & 1CT:2CT 1.5 35 0.8 0.7 1.4 G 16-14,6-8

T-14110 1:1.14CT & 1:2CT 1.5 40 0.5 / 0.8 0.7 0.9 A 16-14,6-8

T-14111 1:1.36 & 1:2CT 1.5 40 0.5 / 0.8 0.7 1.0 A 16-14,6-8

T-14112 1CT:2CT & 1.2 50 0.6 1.0 1.0 H 16-14
1:1:1.15:1.266:2 1.2 50 0.6 1.0 1.0 6-8

T-14113 1:2CT & 1.2 50 0.6 1.0 1.0 I 16-14
1:1:1.15:1.266:2 1.2 50 0.6 1.0 1.0 6-8

T-14114 1:1:1.15:1.25 & 1.5 35 0.5 0.7 0.9 J 16-14
1:2CT 1.5 35 0.5 0.7 0.9 6-8

T-14150 1:2CT & 2CT:1 2.0 45 .6 / .6 0.7 / 1.0 1.0 / 0.7 C 16-14, 6-8

T-14151 1CT:2CT & 1:1 1.2 30 .55 / .5 0.7 1.1 / 0.7 D 1-3, 11-9

T-14152 1.58:2CT & 1.58:1 0.8 30 0.5 0.5 0.5 / 0.3 E 1-3, 6-8

T-14153 1:1CT & 2:1 0.8 30 0.6 0.5 0.5 / 0.2 E 1-3, 6-8

T-14154 2.62:2CT & 2.62:1 1.2 30 0.8 0.6 0.5 / 0.3 E 1-3, 6-8

T-14155 1:1 & 1CT:1 1.2 30 0.5 / 0.8 0.7 0.7 E 6-8, 16-14

T-14156 1:1CT & 2.53CT:1 0.06 / 2.0 23 / 25 0.75 / 1.5 0.6 / 0.7 0.6 / 1.0 C 9-11, 1-3

T-14157 1:1CT & 2CT:1 0.06 / 3.2 25 / 30 0.75 / 0.8 0.6 / 0.7 0.6 / 0.7 C 9-11, 1-3

T-14158 1:1.15CT & 1.5 35 0.6 0.7 0.9 A 16-14
1:2CT 1.2 40 0.5 0.7 1.1 6-8

T-14159 1:1:1.266 & 1.5 35 0.4 0.7 0.9 A 16-14
1:2CT 1.2 40 0.5 0.7 1.1 6-8

T-14160 1CT:1CT & 1:1.36CT 1.2 35 0.8 0.8 0.9 K 6-8
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1. ET-Product of 10 V-µsec min.

2. OCL Measured across Primary @  100 kHz & 100mV.

3. 2000 VRMS minimum Isolation.
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Available on
Tape & Reel

Dimensions in
Inches (mm)
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T1/CEPT/ISDN PRI Dual Transformers
16 Pin 50 Mil Schematics

( Refer to Table on Page 6)


