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�                 ELECTRICAL SPECIFICATIONS 

  Parameter Min. Typ. Max. Units Test Condition

1-1 Nominal Frequency 8.00 MHz   

1-2 Frequency Tolerance. -10   +20 ppm at 25℃+/-2℃ 

1-3 Operating Temperature range -40   +85 oC   

1-4 Storage Temperature range -55   +125 oC   

1-5 Temperature Characteristics -10   +20 ppm -40℃ to +85℃ 

1-6 Nominal Load Capacitance  12  pF   

1-7 Series Resistance    500 Ω   

1-8 Shunt Capacitance    3 pF   

1-9 Motion Capacitance     fF   

1-10 Motion Inductance     mH   

1-11 Q factor      K   

1-12 Spurious Response      dB   

1-13 Frequency Pull ability      ppm/pF   

1-14 C0/C1 Ratio     

1-15 Aging -3/ year   +3/ year ppm/year   

1-16 Insulation Resistance 500MΩ Min. @ DC100V     

1-17 Nominal Drive Level 10  μw into 10Ω 

1-18 Dependency Condition  μw   

1-19 
Drive Level Dependency 

Resistance Max. Minus Min. 
     Ω   

1-20 
Drive Level Dependency  

Frequency Max. Minus Min. 
     ppm   

1-21 
Drive Level Dependency 

Resistance Max. 
     Ω   
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49S                  11.1x4.68

49MD                 13.0x4.85

8045                  8.0x4.5

5032                  5.0x3.2(2pads)

3225                  3.2x2.5(2pads)

6035                  6.0x3.5

5032                  5.0x3.2(4pads)

3225                  3.2x2.5

2520                  2.5x2.0

2016                  2.0x1.6

1612                  1.6x1.2

①　　　　　                      ②　　　　      ③　　　　     ④　　　　        　⑤

49SSMD              12.2x4.8x3.0

49SS                 11.05x4.65x2.5
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� PACKAGE INFORMATION 
¾ TAPE (CARRIER) DIMENSIONS 

 
¾ THE DIRECTION OF PACKING 

 
¾ REEL DIMENSIONS 
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