
PRODUCT FACTS: 
• Spherical omnidirectional

• SMD antenna

• RoHS compliant

RECOMMENDATIONS: 
• Minimal matching circuits required

• Bandwidth and performance is  
dependent on ground plane size

• The following data is based on 112mm 
ground size.

• Ground plane is top & bottom layers of 
the PCB

SPECIFICATIONS: 
• Frequency Range: 698 - 960 MHz; 1710 - 

2170 MHz, 2300 - 2700 MHz

• Peak Gain:  

• 2.65 dBi @ 861 MHz 

• 2.87 dBi @ 1940 MHz

• 3.76 dBi @ 2500 MHz

• VSWR: < 3:1

• Return loss: < -7.0 dB 

• Polarization: Linear

• Power Handling: 3 Watt cw

• Size: 75.0 mm x 11.90 mm x 1.64 mm

• Weight: < 3.0g

• Keep Out Area: See diagram on page 3

• Mounting: Surface-mount technology

• Operating Temperature: -40° to 85°C

• Storage Temperature: -40° to 85°C

698-960, 1710-2170 & 
2300-2700 MHz LTE/CELL 
METASPAN ANTENNA
Standard Antenna Solutions
LTE, NB-IoT, LTE Cat-M, World band products

Part Number: 2118903-1

AZIMUTH: ELEVATION:

RETURN LOSS:VSWR:

EFFICIENCY: TEST ORIENTATION IN FREE SPACE:
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MOUNTING GUIDE:
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TE TECHNICAL SUPPORT CENTER

USA:  +1 (800) 522-6752

Canada:  +1 (905) 475-6222

Mexico:  +52 (0) 55-1106-0800

Latin/S. America  +54 (0) 11-4733-2200

Germany:  +49 (0) 6251-133-1999

UK:  +44 (0) 800-267666

France:  +33 (0) 1-3420-8686

Netherlands:  +31 (0) 73-6246-999

China:  +86 (0) 400-820-6015

For phone numbers in other countries, go to te.com/support-center

APPROXIMATE DIMENSIONS:KEEP OUT AREA:


