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General:

The application can use USB SPI interface to do Micrel multiple switch products configuration.
The application also can use USB I12C interface to do Micrel multiple switch products EEPROM
configuration.

Install Application:
Run the MicrelSwitchConfigApp.msi file and following the default settings. The application and
files will be copied to c:\ Micre\MicrelSwitchConfigApp directory.

Install Driver:
Step 1: Plug in the device USB cable. The window found new hardware window will pop-up

| Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard |

Windawes will zearch for curent and updated zoftware by
looking on your computer, on the hardware ingtallation CO, or on
the ‘windows Update Web zite [with pour permission).

Bead our privacy policy

Can Windows connect ta Windows Update to search for
zoftware?

1 Yes, this time anly
{3 es, now and every time | connect a device
(%) Mo, not this time

Click. Mest to continue.

MHeut > ][ Cancel

Step 2: Choose ‘No, not this time’ radio button and click the ‘Next’ button.
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t Found Mew Hardware Wizard

Thiz wizard helps you install software Faor;

DLP2232M

fx.'jl If your hardware came with an installation CD

““i=? or Hoppy disk. insert it now.

YWwhat do you want the wizard bo do?

) Install the software automatically [Recommended)
(%) Inztall from a list or specific location [Advanced)

Click Mewxt to continue.

< Back ” Mext > ][ Cancel

Step 3: Choose the ‘Install from a list or specific location (Advanced)’ radio button and click the
‘Next’ button.

| Found New Hardware Wizard

| Please chooze your zearch and installation options.

(%) Search for the best driver in theze locations.

I1ze the check boxes below ta limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

| [] 5earch removable media (floppy, CO-ROM...|

[nzlude this location in the search:

C-AMicrelE thernetChipConfighD 2<XDiiver\COM 2.02. [

() Don't zearch. | will chooze the driver ta install.

Chooze this option to select the device driver from a list. Windows does not guarantee that
the driver you chooze will be the best match for wour hardware.

¢ Back ” Mext » ][ Cancel

Micrel, Inc. June 30, 2009
Confidential Rev. 1.0
4/10



Micrel Switch Configuration Software User Guide

Step 4: Click the ‘Include this location in the search’ check box, and use ‘Browse’ button to select
the ‘C:\ Micre\MicrelSwitchConfigApp\D2XXDriver\CDM 2.02.04 WHQL Certified’ directory and
click the ‘Next’ button. The window will install the drivers from this location.

| Found New Hardware Wizard

Completing the Found New
Hardware Wizard |

The wizard haz finizhed installing the zoftware for;

% I1SE Sernial Converter &

Click. Finizh to cloze the wizard.

Step 5: Click ‘Finish’ button. The Window will install another driver called ‘USB Serial Converter
B’

After the drivers installed, f Window Device Manager will show USB Serial Converter A’ and
USB Serial Converter B'.
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5 Device Manager Z' |E|r‘5__<|

File  Action  Yiew Help

m S F A

+-EE Metwark adapters s
@ Cther devices
":Ef- SM Bus Controller
5 Parts (COM & LPT)
ﬂ Processars
. sound, video and game controllers

Swstem devices
- Universal Serial Bus conkrollers

B2 Standard Enbanced PCI o IJSE Host Controller
g2 Standard Universal PCI ko USE Host Controller
g2 Standard Universal PCI ko USE Host Controller
g2 Standard Universal PCI ko USE Host Controller
g2 Standard Universal PCI ko USE Host Controller
"_' USE Composite Device

&= LUSE Root Hub

&= LUSE Root Hub

&= USE Root Hub

&= USE Root Hub

&= USE Root Hub

@ USE Serial Corverter &

= USE Serial Corverter B

][] [ [F

v
Run Application:
Run the MicrelSwitchConfigApp.exe from desktop icon
First Ul is an interface selection dialog box.
rhicrelSwitchCunﬁgApp 1.02
Select a interface
' SP| |nterface o do switch configuration
" 12C Interface to do EEPROM configuration
zelzect a chip data basze ﬂ
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Selects SPI interface: the application will automatically search the switch product. If it finds a
correct product ID, it will load all the current default settings of this product.

MicrelSwitchConfighpp 1.02

"l ait for devic{}éearch

[ o

¥ ksB873 3 Port Switch 1.02

Global Regs! M ame Value J
Ei;i?gzdo?sgﬁters Feg B7 : Reset Ouel
MIB= of Part Reg0: Chip 1ID0 0«88
Static MAC T able HBQ I ChID 101 Ox1
Dynamic M&C T able Fieg 2 : Global Contral 0 D00
wlan T able Reg 3 Global Contral 1 O34
Reg 4 : Global Contral 2 0=f0
Reg & Global Control 3 000
Feg & : Global Contral 4 D20
Reg 7 : Global Contral & 0«63
Reg 2 : Global Control & 000
Feg 9 : Global Contral 7 D24
Reg 10 : Global Contral 8 0«35
Reg 11 : Global Contral 9 0488
FReg 12 : Global Control 10 050
Feg 13 : Glabal Cantral 11 (wfa
Reg 14 : Global Contral 12 Oud?
FReg 15 Global Control 13 008

Open I Save | Refresh I Reset MIE Count ‘ Exit |

The left list box includes all groups of registers. The right list box includes all the registers in this
group. If user clicks the value box of a register, a red box will show.
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B KSBB73 3 Port Switch 1.02 x|

[3labal Fegisters MHame I Walue l
ag;i?g;do?ggﬁte's Reg E7 : H_eset (el
MIBs of Part Feg0: Chip D0 (w28
Static MAC Table poa cLhe oy L2
Dynaric MAC T able Feg 2 Global Control O
vlam T able Reg 3: Global Contral 1 0x34

Reg 4 : Global Control 2 0=f0

Feg 5. Global Control 3 0=00

Feg B : Global Contral 4 w20

Reg 7 : Global Control & 0463

Feg g Global Control & (=00

Reg 9: Global Control 7 024

Feg 10 Global Control 2 0x35

Fieg 11 : Global Contral 9 Owaa

Reg 12 Global Control 10 050

FReg 13 Global Control 11 Oxfa

Feg 14 : Global Cantral 12 047

Reg 15 Global Control 13 008

Open Save Fiefresh Rezet MIE Counter I Exit I

Double click this read box, a configuration window pop-up.

{KS8873 3 Port Switch 1.02
Global Registers Marne | Pon | Pt | P2 |
Contral 0 0=00 0x00 0x00
Contral 1 0=07 0=07 0=07
: Contral 2 016 016 0x06
Static WAL Tabl
Diynamic MAC T able Control 3 _ 04010 0400 0400
Cortral 4 . : e SRS
Wian Table ngt:gl M Bit Configuration Window
(0 ingre R R e
e Rey 32: Control 0 (Port 2) (0x00) _
(2 ingre: {8 [ |Broadcast Storm Protection Enable (0
U3 ingres WEN [ pifiSery Priority Classification Enable ()
PHY Spef : o g : |
LinktD F [1802.1p Priarity Classification Enable ooy |
Contral 13 88 !ﬁ -
Contral 11 gy Fortbased Friority Classification priority o0 -
Status 0 = o -
Stas 1 | [[]Tag Insertion (03 |
U8 | Tag Removal )}
BN ] TAQ Split Enable ()]
Change | Cancel |
Open Save Refresh Feset (B E it
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User can click the check box or select from pull-down menu to change the register setting.
If user clicks the ‘Change’ button, the new register value will be written into the register.

User can use ‘Save’ button to save the all registers settings into a *.reg’ file.

User can use ‘Open’ button to load a saved registers settings file, the all saved settings will be
write to product registers.

Select 12C Interface: If user wants to do EEPROM configuration, 12C interface radio button
should be selected. User also needs to select a product from pull-down menu. So this product’s
default value will be load into application.

MicrelSwitchConfighpp 1.02

Select a interface

" 5Pl Interface to do switch configuration

{+ |2C Interface to do EEPROM configuration

3 3 Part Switch j
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E# K58873 3 Port Switch 1.02

MName I Walue
.ﬁ.dvgnced Registers Fieq 67 - Resel Ol
Registers of Part Req 0 Chip 10D 038
Fieg1: ChiplC1 031
Reg 2 : Global Control D 000
Feg 3: Global Control 1 034
Reg 4 : Global Control 2 Oxf0
Fieg 5: Global Contral 3 0w00
Reg & : Global Control 4 070
Reg 7 : Global Control 5 063
Fieg &: Global Contral B 0w00
Reg 9: Global Control 7 024
Reg 10 : Global Control 8 0435
Reg 11 : Global Contral 9 (x88
Fieg 12 : Global Contral 10 0x50
Reg 13 : Global Control 11 Dxfa
Reg 14 : Global Contral 12 Ouxd7
Fieg 15: Global Contral 13 Ow08

Open | Save | Read EEPROM | wiite EEFROM | Exit |

All register settings change is same as SPI interface.

User can use ‘Save’ button to save current settings into a “*.rom’ file

User can load the saved settings into application by click ‘Open’ button.

User can write current settings into EEPROM by click the ‘Write EEPROM’ button.

User can load the EEPROM settings into application by click the ‘Read EEPROM’ button.
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