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NOTES

2. ZER0 OHM JPR2 USED FOR
FSK OPERATION.

1. ZER0 OHM JPR1 USED FOR
ASK OPERATION.

DATA

1.8V TO 3.3V
GROUND

ASK -433.92 MHz
and 315MHz

ENABLE

EXTENAL REF-OSC
GROUND

EXTERNAL ENABLE
CONTROL

3. R4 = 100k and R3 = NP for
External Enable Control

See Note 3 VALUES IN PARENTHESIS
ARE FOR 315MHz

R1             R2        R5          R6          JPR1          JPR2                C8
ASK     NP            100k    0 OHMS    NP       0 OHMS           NP               NP

FSK     0 OHMS      NP         NP        100k         NP           O OHMS       SEE DATA
SHEET
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Vdd

Vdd

Vdd

Vdd

Vdd

Vdd

Y1
13.560MHz (9.84375MHz)

C8 NP

R4 NP

R2

100kohm

R1

NP

R5
0 OHMS

R6
NP

C14
18 pF

R3 0 OHMS

C2
100pF 50V

C6
NP

C11
NP

C7
4.7pF (6.8pF)

L4
82 nH (150 nH)

C10
0.1uF 50V

C1
10uF 6.3V

C5
10pF 50V (10pF 50V)

C13
18 pF

JPR 1
SEE NOTE 1

JPR 2
SEE NOTE 2

L5
ANTENNA

1
2

3

J1

CON3

1
2
3

R8
0 OHMS

U1

MICRF112 MSOP

1

2

3

4

5 6

7

8

9

10ASK

XTLIN

XTLOUT

VSS

XTAL_MOD FSK

EN

VSSPA

PAOUT

VDD

J2

CON3

1
2
3

C15
NP (1nF 50V)

L1
680nH (470nH)

R7
0 Ohms

C12
NP (4.7uF/6.3V/0805)

EN

DATA

DATA

DATA

REFOSC

REFOSC

EN


